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Proactive and dynamic levelling on up to 20 degree inclines 

Kubota Diesel Engine 

Double door access 

Independently levelling tracks 

Light enough to tow by most work utes 

Increases safety on slopes and inclines 

  

   

 

Basket capacity 250 kg (2 op.) Electric motor 220V-2kW 

Max working height 7.9 m Hydraulic commands Proportionals 

Max height basket floor 5.9 m Direction-control system Yes 
Moving height 6.1 m Easy-drive system Yes 

Lateral levelling for moving at heights +/- 4° Kit for high speed Max 2.20 km/h 
Powered (option) Petrol Honda iGX390 Ground emergency Yes 
Powered Standard Diesel Hatz 1B40 Control of inclination Automatic 
Powered (option) Bi energy 
 

Lithium ion with Hatz 1B40 
Diesel 

Gradeability 25° 

Side slope 21° 
Accelerator Automatic 

Length 1.94 m 
Undercarriage Bi-Levelling 

Width 1.30 ÷ 1.50 m 
Basket levelling Automatic 

Minimum machine height w/ folded railings 1.98 m Longitudinal levelling front +/- 16° 
Total weight 2050 kg Longitudinal levelling rear +/- 20° 

Lateral levelling +/- 15° Compliance 
 

EN 280, ANSI, CSA, 
ASNZS1418 Power generator (option) 220V-1kW 

  


